
         This model of temporary storage system is made using the same corrugated wall sheets used in Mysilo grain silos. 
Its corrugated structure ensures strength, reliability, and ease of assembly.  It does not require any special equipment 
for assembly and disassembly. With various tarp (cover) options, you can store your grains safely and protect your 
products from many external factors. The temporary storage system includes corrugated wall sheets, a tarp, connection 
bolts, and ropes.

PRODUCT FEATURES

TEMPORARY STORAGE SYSTEMS 
( O MODEL )

     Mysilo Temporary Storage Systems are an effective and fast way to increase your storage capacity. Compared to 
traditional storage methods like silos, temporary storage options are more cost-effective and can be installed quickly. 
Due to their modular structure, they are portable and can be resized when needed.  They are suitable for seasonal 
storage and can be designed according to existing area dimensions.

Corrugated Wall Panel Tarpaulin Protective 
Gasket

Side Discharge Tarpaulin

OPTIONAL EQUIPMENT:

-  Tarpaulin Options
-  Side Discharge Module
-  Fixing Plates for Concrete Floors

TARPAULIN FEATURES:

- Double-sided PVC coating
- Enhanced UV resistance
- Flame retardant
- Temperature resistant from -40°C to +55°C
- Waterproof
- Optional density: 100–650 g/m²
- Optional thickness: 0.10–0.45 mm

*All listed features are optional. 
*Costs may vary depending on the requested specifications.
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TEMPORARY STORAGE SYSTEMS ( O MODEL )

        Capacity Chart

- Mysilo has the right to change specifications.
- The data in the chart are approximate values.
- Capacity may vary according to product type and quality.

    
Model Dimension D ( m ) Eave Height H

( m )
Capacity ( m³ )

108-10 09,17 3,49 114

108-14 12,83 4,55 268

108-18 16,50 5,61 520

108-22 20,17 6,67 890

108-24 22,00 7,20 1125

108-26 23,84 7,73 1401

108-30 27,50 8,78 2073

108-35 32,09 10,11 3180
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