
     It consists of 3 main sections; body, legs 
and drive system. The product, that enters 
from body’s entry section, is conveyed to 
the discharge chamber by the inner flight. 
Mobile augers have top shaft and the mo-
tor is placed in the medium point.
     
     The wheel mechanism and drawbar 
connection that are integrated to the 
mobile auger give the equipment to be 
moved to any point desired. 
     
     Adjustable angle and height pro-
vides unloading at a wide measuring 
range. 

STANDARD EQUIPMENTS:

- Belt - Pulley Mechanism
- Belt Tension Mechanism 
- Manual Auger Lifting Kit 
- Inlet and Discharge Chamber
- UCF, UCP, UCFL Bearing
- Dust Sealing Felt

Product Entry Chain-Gear 
Transmission

Rope Mechanism Drive

OPTIONAL EQUIPMENTS:

- Discharge with Tractor Shaft
- Drive System with Gasoline-Powered Motor
- Auger Lifting Kit with Electrical Motor
- Self-Lubricating Wooden Bearings
- Polyeth. or Sheet Flexible, Quintet Discharge Chamber
- Square Inlet Chamber
- Polyeth. and Sheet Inlet Chamber
- LED Lights
- Self-Driven Hydro-Motor Wheels

PRODUCT FEATURES

MOBILE AUGER ( M MODEL )

Tractor Shaft

Square Inlet
Chamber

     Mobile augers are used for silo loading and unloading 
without any need of another equipment. 
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        Technical Chart

- Dimensions are given as mm.
- The values on the chart are approximate.
- Maxporter has the right to change the technical features. SPO.KTLG.49/00/21.12.2022-E	
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Model Capacity
(m³/s)

Motor Power
(kW)

Pipe Diameter
(mm) Length (L) Min. Height  (A) Max. Height (B)

ME-15209 56 3 152  9.000  1.700  4.900 

ME-15212 56 3 152  12.000  2.300  6.600 

ME-15215 56 4 152  15.000  3.000  8.380 

ME-15218 56 7.5 152  18.000  3.500  10.100 

ME-20309 105 4 203  9.000  1.700  4.900 

ME-20312 105 7.5 203  12.000  2.300  6.600 

ME-20315 105 11 203  15.000  3.000  8.380 

ME-20318 105 15 203  18.000  3.500  10.100 

ME-20321 105 15 203  21.000  3.500  11.800 

ME-20324 105 18.5 203  24.000  3.650  13.540 

ME-25409 169 7,5 254  9.000  1.700  4.900 

ME-25412 169 11 254  12.000  2.300  6.600 

ME-25415 169 15 254  15.000  3.000  8.380 

ME-25418 169 18.5 254  18.000  3.500  10.100 

ME-25421 169 22 254  21.000  3.500  11.800 

ME-25424 169 22 254  24.000  3.650  13.540 

ME-33009 274 11 330  9.000  1.700  4.900 

ME-33012 274 15 330  12.000  2.300  6.600 

ME-33015 274 18.5 330  15.000  3.000  8.380 

ME-33018 274 22 330  18.000  3.500  10.100 

ME-33021 274 22 330  21.000  3.500  11.800 

ME-33024 274 30 330  24.000  3.650  13.540 

MT-15209 56 - 152  9.000  1.700  4.900 

MT-15212 56 - 152  12.000  2.300  6.600 

MT-15215 56 - 152  15.000  3.000  8.380 

MT-15218 56 - 152  18.000  3.500  10.100 

MT-20309 105 - 203  9.000  1.700  4.900 

MT-20312 105 - 203  12.000  2.300  6.600 

MT-20315 105 - 203  15.000  3.000  8.380 

MT-20318 105 - 203  18.000  3.500  10.100 

MT-20321 105 - 203  21.000  3.500  11.800 

MT-20324 105 - 203  24.000  3.650  13.540 

MT-25409 169 - 254  9.000  1.700  4.900 

MT-25412 169 - 254  12.000  2.300  6.600 

MT-25415 169 - 254  15.000  3.000  8.380 

MT-25418 169 - 254  18.000  3.500  10.100 

MT-25421 169 - 254  21.000  3.500  11.800 

MT-25424 169 - 254  24.000  3.650  13.540 


